
Le informazioni pubblicate riguardanti i nostri prodotti sono basate su co-
noscenze ed esperienze pratiche. Gli acquirenti devono indipendentemente 
determinare, prima dell’uso, l’idoneità del materiale per l’utilizzo che ne 
vogliono fare. L’acquirente deve assumersi tutti i rischi per qualsiasi uso, 
funzionamento e applicazione del materiale. Noi siamo responsabili del 

danno solo per il prezzo d’acquisto con esclusione di danni diretti o acci-
dentali. Tutte le informazioni fornite servono solo a descrivere il prodotto e 
non riguardano assicurazioni in senso giuridico. Le specifiche sono sogget-
te a modifiche senza preavviso, salvo errori ed omissioni.
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TECHNICAL DATA SHEET

General description

	� 100% polyester warp knitted fabric with tight structure
	�Truly soft hand feel g ood wrinkle resistance
	�Superb opacity , can be widely used as display, pop up & backdrop 
material

Printing

	�Inside: Dye direct, Dye paper, Latex

Features

	� PVC-free
	�Phthalate free
	�Good opacity
	�Wrinkle-resistant
	�Super Wide

LUXTEX DISPLAY 
PREMIUM 220 DTX

MATERIAL DETAILS

Total Weight
220 g/m2
DIN EN ISO 2286-2

Base Fabric
100% polyester
DIN 60001

Weave Method Warp-knitted

Shrinkage
≤ 2%
210°C, 30s

Shielding Rate
61(±4)%
ANSI PH2.19, ISO 5/2

Flame Resistance
DIN 4102-1-B1
EN13501-1

Recommend Fixation Temperature 190°C, 30s

NOTE: It is normal that the weight of most products will have an average 

fluctuation of 5%. All above information shall only used as a guide; buyers shall 

independently test and determine the products suitability. The mentioned data 

are average of test result and should not be used for the purpose of lawsuit or 

warranty.

Certifications

Available sizes

	� 320cm x 100m
	�505cm x 100m

Storage temperature

The recommended storage condition is room temperature (preferably 
5°C–35°C) with humidity between 40% and 70%.


